
The high performing logistic partner 
in the harvest chain.

Chaser bin

> High power of impact

> Low ground pressure

> Optimum transfer performance

> Full length hopper cleanin door



Equalize the seasonal top loads with less 

but high-performing and better engi-

neering in an optimum way. This trend is 

continuing in large agricultural compa-

nies as well as for contractors and in the 

field of service. 

The best business economics will howe-

ver only be performed if the whole tech-

nological process is being evaluated. 

Especially in harvesting, but also during 

the transport and when loading seeds 

and fertilizers, the Güstrower chaser 

bin (GTU) is offering a solution for your 

logistics chain which is suitable in terms 

of price and performance. They combine 

high power of impact with best possible 

ground protection. 

Chaser bins produced in Güstrow are 

allowing cost savings already from 200 

ha campaign performance per year.

Besides crops, other products such as 

free flowing fertilizers, rape, corn, see-

ding corn, etc. are convenient to be 

transported and discharged. This way, a 

high efficiency of the chaser bin can be 

guaranteed.

Increase 

- your power of impact

- your harvesting speed

- your transport capacity

Reduce 

- holding time of your combine  

- the cost for threshing

- your ground pressure

Chaser bin
 The high performing logistic partner
 in the harvest chain.



The transfer height of up to 4.70m allows 

a save transfer loading at slopes or for 

higher positioned lanes.

Economy in the logistics of agriculture

Several large side windows at the front 

side of the vehicle allow the user per-

manently to control the filling heights 

in the tank.

Graph according to feiffer consult

Large-volume tire equipment ensures 

good ground pressure conditions high 

driving comfort and a low fuel consump-

tion of the tractor.
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cost for chaser bin (incl. tractor and driver)

For: residual value 0 €; 7 % interest; insurance+accomodation 50 €/chaser bin; tractor 2.50 €/ha, repair about 1 €/ha 
salary for the driver about 5 €/ha; revenue 6 t/ha

The emptying of remnants respectively 

the cleaning with a manually operated 

slider (over the whole length of the bin)

allows an easy cleaning when the pro-

duct is being changed. Two other large 

cleaning flaps are located at the bottom

of the upright auger.

Internal hydraulic shut off of material 

from auger allowing control of emptying 

speed. Two sliders are over

horizontal auger.



Depending on your operational requirements, the chaser bins are available 
in the following versions:

Additional equipment:

- flexible outlet to fill-in into drilling machines 

or fertilizer spreaders - head lights at discharge 

position - camera to monitor the filling height - 

weighing equipment - printer for the weighing 

equipment - 40 km/hr version including mud-

guards - hopper extensions - hydraulic spring 

mounted drawbar - hydraulic jack Phone: +49(0)3843/2175-0

Fax: +49(0)3843/218851

Internet: www.mua-landtechnik.de

E-Mail: info@mua-landtechnik.de

Maschinen- und Antriebstechnik 

GmbH & Co.KG

Glasewitzer Chaussee 30

D 18273 Güstrow

        Dealer:

rolling tarpaulin (serial)flexible outlet with extension Weighing equipment

GTU 21 GTU 25 GTU 32

volume 21 m³ 25 m³ 32 m³

optional, hopper extension up to 28 m³ 36 m³

discharge rates (depending on the transported 
material)

12 m³/min 12 m³/min 12 m³/min

dimension of the bin:  - length
                                            - width

5000 mm            
2500 mm

5200 mm            
2500 mm

6600 mm            
2500 mm

filling height (height of bin) 3190 mm 3500 mm 3480 mm

discharge height (maximum) 4650 mm 4700 mm 4500 mm

drive of the augers by PTO 
with 540 rpm and 1000 rpm

yes yes yes

diameter of the discharge auger 450 mm 450 mm 450 mm

diameterof the horizontal auger 400 mm 400 mm 400 mm

recommended tractor output from 110 kW / 150 PS 132 kW / 180 PS 162 kW / 220 PS

residue emtying over slide 
(over complete length of bin)

yes yes yes

axis 1 tandem,spring mounted, 
controlled at the rear

tridem, spring mounted, 
1st and 3rd controlled

connection down down down, spring 
mounted

compressed air break with two circuits and stop 
break

yes yes yes

tyre equipment (serial) 800/65 R32 650/65-30,5 700/50-26,5

over-all weight 13000 kg 23000 kg 30000 kg


